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PNEUMATIC & HYDRAULIC

HAV 8 A -
① ② ③

Cylinder Valve

Classification Standard Option Classification Standard Option

Fluid Air, Water, Clean oil
Cylinder 
operating 
pressure

5 ~ 7kgf/cm2 (0.5 ~ 0.7MPa)

Fluid temp. 0 ~ 60℃ Ambient temp. 50℃ (Max.)

Pressure range 0 ~ 15kgf/cm2 (0 ~ 1.5MPa) Body material Brass

End connection Rc(PT) Seal material NBR
EPDM,
FPM, 

URETHANE
Orifice Refer to the table below Weight Refer to the table below 

※ Not available in explosive atmoshpere.
※ If oil is applied, the range of pressure shall be based on 50cst for oil viscosity.

Specifications

How to Order

Dimensions

Features

● Air operated valve
● Simple structure
●  Easy to attach
● High durability
● Spring return type (Option: Double acting)

Applications

● Water piping
● Air piping

HAV 8A

③ Seal material
Material Applications

Nil NBR Standard

M FPM Chemical, Hot water 
120℃

E EPDM Hot water 100℃

U URETHANE Only for air 60℃
High durability

Symbol

NC

HAV8A ~ 65A  series

HAV8A ~ 65A series

② Orifice
8 Ø10

10 Ø10
15 Ø15
20 Ø20
25 Ø25
32 Ø32
40 Ø40
50 Ø50
65 Ø65

Model A B C D E Orifice Cylinder
Rc(PT)

Valve
Rc(PT)

Weight
(kg)

HAV 8A 50 11 29 29.5 74.5 Ø10 M5 1/4'' 0.40

HAV 10A 50 11 29 29.5 74.5 Ø10 M5 3/8'' 0.40

HAV 15A 66 15 22 52 94 Ø15 1/8'' 1/2'' 0.90

HAV 20A 92 21 28 55 108 Ø20 1/8'' 3/4'' 1.25

HAV 25A 92 21 32 55 115 Ø25 1/8'' 1'' 1.45

HAV 32A 122 29 42 64 139 Ø32 1/4'' 1 1/4'' 2.50

HAV 40A 122 29 44 64 145 Ø40 1/4'' 1 1/2'' 2.90

HAV 50A 140 36 51 66 161 Ø50 1/4'' 2'' 3.80

HAV 65A 166 45 77 73 207 Ø65 1/4'' 2 1/2'' 8.80

① Port type
Nil Rc(PT) (Standard)
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